
ELITEproÊ 
 

RECORDING POLY PHASE POWER METER 

Á Measures up to four channels of current (0-6,000 amps) 
and three channels of voltage (0-600V AC or DC). 

Á User-defined recording intervals of 3, 15, 30 seconds or 
1, 2, 5, 10, 15, 20, 30 minutes or 1, 12, or 24 hours. 

Á Expandable memory from 25,000 records standard to 
100,000 records with the high-memory option), allows 
for weeks to months of recording time. 

Á Better than 1% accuracy (<0.2% typical). 

Á Communications via direct RS232 connection or 
optional internal modem or Ethernet port. Get real-time 
access to multiple loggers automatically. 

Á ELOGÊ Windows-based software package for 
programming, set-up, communicating, data retrieval and 
analysis. Easy data exporting to almost any analysis 
programs such as ExcelÈ and AccessÈ. 

Á Installs in minutes. 

Á Powered by battery, external power, or from the phases 
of service being measured (Line-Powered Option). 

Á Rugged and compactñonly 8 x 15 x 6 cm (3.2ó x 5.9ó x 
2.4ó) and just 340 grams (12 ounces) to easily fit out of 
sight inside breaker panels and switch gear. 

Á Weather-tight enclosure available for outdoor or harsh 

environments. 

Á UL Listed and CE Compliant for added safety. 

TECHNICAL SPECIFICATIONS  

Inputs 4 channels of current, 0-6,000A (with current sensors 
having 333mVac output, ordered separately) 
3 channels of voltage, 0-600V (AC or DC) 

Power Volts, Amps, Watts, kWh, Volt-Amps, kVAh,  Volt-
Amps-Reactive, kVARh, Power Factor 

Measurement Type True RMS 

Frequency DC, 50 or 60 or 400 Hz 

Accuracy <1% of reading, exclusive of sensor (0.2% typical) 

Resolution Better than 0.1% FS for all parameters;  
12 bit A/D (1 part in 4,096) 

Memory  Standard 25,000 measurements, or 
High-memory 100,000 measurements 

Sampling Frequency 7.28kHz (128 points per current waveform) 

Recording Intervals 3, 15, 30 seconds 
1, 2, 5, 10, 15, 20, 30 minutes 
1, 12, 24 hours 

COMMUNICATION SPECIFICATIONS  
Baud Rate Up to 57,600 (direct) or 14,400 (modem) 

MECHANICAL SPECIFICATIONS  
Operating Temperature -7 to + 60ÁC (20 to 140ÁF) 

Operating Humidity 5% to 95% non-condensing 

Battery Life 3 years at 1 minute sampling, >10 years with 
Line-Power Supply option. òLow Batteryó LED 

Weight 340 gm (12 oz) 

Dimensions 8 x 15 x 6 cm  
(3.2ó x 5.9ó x 2.4ó)   
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CONTACT INFORMATION 

Communicate with your 
ELITEproÊ using separate and 
unique methods depending on 
your needs. 

DIRECT CONNECT 
A 9-pin serial port on each 
instrument connects directly to 
most computers via a null-modem 
RS232 cable at a 57,000 baud rate. This feature comes standard on 
all ELITEproÊ models. Optional USB adapter (pictured above) 
available for use with PCs without a serial port. 

ETHERNET PORT 
An Ethernet port option allows for direct connection to a LAN using 
a TCP/IP interface. 

PHONE MODEM 
Use existing land lines with the internal modem option for 
unattended communication using the softwareõs AutoPollÊ or 

AutoHostÊ features at a 14400 baud rate. 

COMMUNICATION OPTIONS 

Installation and connection of the ELITEproÊ are both simple and 
straightforward. Magnetic strips on the housing facilitate mounting 
inside electrical cabinets. A variety of snap-on CTs and clip-on 
voltage leads connect to almost any load without turning it off. The 

ELITEproÊ can monitor up to four single-phase loads, two three-
phase (3-wire) Delta loads or one three-phase (4-wire) Wye load. 

EASY INSTALLATION 

Numerous  voltage clips options are available to meet your project 
needs. Choose from Shark Clips, Colored Leads, òCrocó Clips or 
Fused Croc Clips. 

A VARIETY OF COMPATIBLE VOLTAGE CLIPS 

Shark Clips Colored Leads Fused Croc Clips Croc Clips 
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